
list of requirements for optical measurement and inspection systems 

1 Type of the test-objects yes no
flat parts (h < 30 mm)
parts (h > 30 mm)
others
main material
weight kg

2 Sizes (maximum dimension) yes no
> 1 mm to about 100 mm
> 100 mm to about 300 mm
> 300 mm to abtout 650 mm
other dimension mm

3 Required magnification yes no
< 10-times
> 10-times to about 50-times
> 100-times to about 200-times
other 

What details should be identified? mm
necessary working distance between objective and test specimen mm

4 Metrological application yes no
biggest measuring length
shortest measuring length
measuring accuracy biggest measuring length µm
measuring resolution ≤ 5 µm

≤ 10 µm
> 10 µm
or exact value µm

number of measuring actions 1/s

5 Dataprocessing yes no
documentation of the measurement-results
storage of results and images
image manipulation
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6 Handling yes no
motorical zoom
motorical axes
autofocus

7 Operating conditions yes no
laboratory
production
cleanroom

8 Remarks/special Requirements

Contact
name:
company:
phone:
e-mail:


	Tabelle1

	1: Off
	2: Off
	3: Off
	4: Off
	5: Off
	6: Off
	7: Off
	8: Off
	9: Off
	10: Off
	11: Off
	12: Off
	13: Off
	14: Off
	15: Off
	16: Off
	17: Off
	18: Off
	19: Off
	23: Off
	24: Off
	25: Off
	26: Off
	27: Off
	29: Off
	30: Off
	31: Off
	32: Off
	33: Off
	34: Off
	35: Off
	36: Off
	37: Off
	38: Off
	39: Off
	a: 
	b: 
	c: 
	k: 
	l: 
	d: 
	q: 
	p: 
	e: 
	f: 
	g: 
	h: 
	n: 
	m: 
	o: 
	j: 
	i: 
	22: Off
	28: Off
	40: Off


